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SDA167 SeriesSDA267 Series

SDA669 Series

Good things come in 
small packages...

The SDA267, SPA560, SDA167, and 
SDA669 series feature high effi-
ciency bridge rectifier assemblies. 
These products share the following 
advantages: 

▪▪ High current
▪▪ Low forward voltage drop
▪▪ Low reverse leakage current
▪▪ Constructed with void-free,  

hermetically sealed discretes
▪▪ Aluminum case for maximum  

thermal conductivity
▪▪ TX, TXV, and S level screening  

available - Screening is based on 
MIL-PRF-19500. Screening flows  
are available on request. 
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SPA560 Series
22 A, 600 - 1000 V, 70 nsec
Three Phase Bridge Rectifier Assembly
▪▪ Small package size (0.89” x 0.89” x 0.39”)
▪▪ Higher blocking voltages available
▪▪ Available in standard, fast, & hyper fast versions

SDA267Series
10 A, 50 - 1000 V, 150 nsec
Single Phase Bridge Rectifier Assembly
▪▪ Small package size (0.75” x 0.75” x 0.5”)
▪▪ Higher blocking voltages available
▪▪ Available in standard, ultra fast, & hyper fast versions

SDA167 Series
25 A, 400 - 1000 V
Three Phase Bridge Rectifier Assembly
▪▪ Electrically insulated aluminum case
▪▪ Also available with blade terminals
▪▪ Also available in fast and ultra fast versions

SDA669 Series
30 A, 600 - 1000 V, 250 nsec
Three Phase Bridge Rectifier Assembly
▪▪ Small package size (1.500” x 0.875” x 0.310”)
▪▪ Also available with turret or blade terminals
▪▪ Also available in ultra fast versions (70 nsec)
















