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DESIGNER’S DATA SHEET 
Part Number / Ordering Information 1/ 
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└ Screening2/ 
 __ = Not Screened 
 TV = TX Level 
 TXV = TXV Level 
 S = S Level 
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└ Lead Bend Options  
(for TO-254 package)  
             __ = Straight Leads 

UB = Up Bend 
DB = Down Bend 
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└ Package S.5 = SMD.5 
 G = Cerpack 

M = TO-254 
 │ └ Configuration CT  = Centertap 
 └ Voltage  

20 = 200 V 
30 = 300 V 

 
40 = 400 V 
60 = 600 V 

 

 

 

SSR40C60CT  
Series 

 

40 A, 200 – 600 V 
Schottky Silicon Carbide 

Center Tap Rectifier 

 

Features: 
• 40 A SiC Center Tap Rectifier 
• High Voltage 600 V 
• Very High Operating Temperature, 250°C 
• No Recovery Time (tfr or trr) 
• High Current Operation, 40 A  
• Hermetic Packaging 
• TX, TXV, S Level Screening Available2/ 
• Higher Voltage upon Request 

 

 

Maximum Ratings3/ Symbol Value Unit 

Peak Repetitive and  
Peak Surge Reverse Voltage 

SSR40C20 
SSR40C30 
SSR40C40 
SSR40C60 

VRRM 
VRSM 

200 
300 
400 
600 

V 

Average Rectified Forward Current  
Resistive Load, 60 Hz Sine Wave 

Per Leg 
Total IO 20 

40 A 

Non Repetitive Peak Surge Current 
8.3 ms Pulse, Half Sine Wave IO = 0, Per Leg IFSM 100 A 

Power Dissipation S.5 & G Package 
M Package PD 60 

45 W 

Operating & Storage Temperature  TOP & TSTG -55 to +250 °C 

Maximum Thermal Resistance 
Junction to Case  

S.5 & G Package 
M Package RθJC 1.3 

1.7 °C/W 

  

 NOTES: *Pulsed per MIL-STD-750.  SMD .5 (S.5) Cerpack (G) TO-254 (M)  
1/ For ordering information, price, and availability, contact 

factory. 
2/ Screening based on MIL-PRF-19500. Screening flows 

available on request.  
3/ All electrical characteristics @ 25°C unless otherwise 

specified. 
4/ If high temperature operation is desired (> 175°C), 

consult factory for soldering consideration.   
*Dime used for size reference 
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SSR40C60CT Series 
 

 
 

Electrical Characteristics (Per Leg)3/ Symbol Min Typ Max Unit 
Instantaneous Forward Voltage Drop 
TJ = 25°C, pulsed 

IF = 10 A 
IF = 20 A 

VF1 
VF2 

--- 
--- 

1.50 
2.05 

1.75 
2.25 V 

Instantaneous Forward Voltage Drop 
TJ = 150°C, pulsed 

IF = 10 A 
IF = 20 A 

VF3 
VF4 

--- 
--- 

1.75 
2.75 

2.20 
3.30 V 

Instantaneous Forward Voltage Drop 
TJ = -55°C, pulsed 

IF = 10 A 
IF = 20 A 

VF5 
VF6 

--- 
--- 

1.45 
1.85 

2.00 
2.30 V 

Reverse Leakage Current 
VR = Rated VR, TJ = 25°C, pulsed  IR1 --- 7 100 µA 

Reverse Leakage Current 
VR = Rated VR, TJ = 150°C, pulsed  IR2 --- 70 250 µA 

Junction Capacitance  
VR = 10 Vdc, TC = 25°C, f = 1 MHz  CJ --- 400 500 pF 
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SSR40C60CT Series 
 

 
 

CASE OUTLINE: TO-254 (M) 

  

CASE OUTLINE: SMD.5 (S.5) 
 

 

CASE OUTLINE: Cerpack (G) 
 

 

 
Available Part Numbers: 
SSR40C20CTS.5, SSR40C20CTG, SSR40C20CTM 
SSR40C30CTS.5, SSR40C30CTG, SSR40C30CTM 
SSR40C40CTS.5, SSR40C40CTG, SSR40C40CTM 
SSR40C60CTS.5, SSR40C60CTG, SSR40C60CTM 

PIN ASSIGNMENT 

Package Pin 1 Pin 2 
Pin 3 

(Bottom pad 
for Cerpack) 

SMD.5 (S.5) Cathode Anode Anode 
Cerpack (G) Anode Anode Cathode 
TO-254 (M) Anode Cathode Anode 
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