SSDI

High Reliability Screening

Solid State Devices Screening Per MIL-PRF-19500 Guidelines*

TX Level

TXV Level

S Level

Equivalent Equivalent Equivalent
Lot Acceptance
2
Internal Visual” Internal Visual”
2 2
Temperature Cycling Temperature Cycling Temperature Cycling
¥ 2 2
Surge Surge Surge
(as specified) (as specified) (as specified)
Thermal Resp. Thermal Resp. Thermal Resp.
(as specified) (as specified) (as specified)
2

v

Interim Electrical

Acceleration
(some excluded)

¥

Serialize

Interim Electrical

Interim Electrical

(case mount only) (case mount only) Read & Record
L L\ 4 L 4
HTRB HTRB HTRB
48 hrs. 48 hrs. 48 hrs.
¥ 2 L 2
Interim Electrical Interim Electrical Interim Electrical
& Delta & Delta & Delta
¥ L 2 L 2
Burn-in Burn-in Burn-in
Tran. & FET 160 hrs. Tran. & FET 160 hrs. 240 hrs.
Diode & SCR HTRB 96 hrs. Diode & SCR HTRB 96 hrs.
(N/A case mount) (N/A case mount) l
¥ 2
Interim Electrical Interim Electrical Interim Electrical
& Delta & Delta & Delta
¥ 2 2
Hermeticity Hermeticity PIND
2 ¥ L
Case Isolation Case Isolation Hermeticity
(case isolated packages only) (case isolated packages only)
Note: 1/ X-ray in lieu of internal visual for COTS origin parts '
X-Ray
L 2
External Visual
L 2

Case Isolation
(case isolated packages only)

*Specific Product Types May Have Alternate Screening Flows
Contact your local SSDI Representative or contact the factory directly at (562) 404-4474.
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